DYNA S ELECTRONIC IGNITION
INSTALLATION INSTRUCTIONS

PART NO. DS1-1 FOR HONDA 350,400 FOUR CYLINDER MOTORCYCLES
PART NO. DS1-2 FOR HONDA 500/550/750 FOUR CYLINDER MOTORCYCLES

The DYNA S Electronic Ignition System replaces your entire points plate assembly and
mounts in the onginal position. [t is designed to operate with stock coils, however: it
may be used with other coils that have at least THREE OHMS primary resistance.

BLUE
1-4 <<
colL
SWITCHED — 1-4
12 VOLTS
BLK/WHT 2
e ( DYNA S
spuce
CONNECTOR
RED
2.3
coiL o WIRING DIAGRAM
YELLOW
INSTALLATION PROCEDURE-

1) Remove the points cover.

2] Remove the 10mm nut or bolt (depending on model], and hex washer holding
the spark advance assembly to the engine.
&

3] Remove the three screws holding the points plate to the engine. Disconnect

the blue and yellow point wires where they plug into the wire harness and
remove the entire point/plate assembly.

4] Remove the spark advance assembly from the engine.
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Hemove the points cam from the advance assembly by twisting to the right and
pulling.

On some 550 and 750 models, a small pin will be seen projecting from the 1-4 side
of the advance assembly shaft. This pin must be removed. and can be, by gently
tapping on the side of the pin with a screwdriver and hammer,

Coat the advance assembly shaft with oil. While holding it with the 1-4 side pointing
up, slip the DYNA S rotor over the shaft. A magnet approximately 1/4 inch in
diameter will be noticed on one side of the rotor. This magnet must face to the left
when the 1-4 side on the advance assembly is pointing up. Spread the weights and
push the rotor down until it engages the weights. Ensure that the rotor rotates
freely on the shaft as the advance weights move out and back.

Install the advance/rotor assembly on the engine making sure the pin on the end of
the advance assembly is engaged in the pin hole in the crankshaft, Reinstall the hex
washer and 10 mm nut or bolt, and tighten. Ensure that the rotor is still free to
rotate.

Install the DYNA S using the three screws previously removed, and tighten.

Houte the cable over to where the points originally plugged in, being careful to

avoid the exhaust system. The grommet from the point cable may be used by

slitting it with a razor blade to remove it.

Connect the wires with the blue and yellow bands to the receptacles where the
original points connected, matching the colors.

Remaove the fuel tank. Locate the two ignition coils. There is a black/white wire
coming from each coil to 8 common junction in the wire harness. These wires
carry the switched 12 volts to the coils. Using the splice connector provided,
attach the separate red wire included in the kit to the black/white wire that goes
to the coils, as shown below. Do not strip the wires.
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